
PRODUCT SPECIFICATION

THE POWER IN INVERTER TECHNOLOGY

YEAR WARRANTY



Intro
Technische Groothandel Primex BV - Voor Bedrijven én Particulieren.

Het adres waar zo goed als alles per stuk verkrijgbaar is.

Met een enthousiast team van mensen, die beschikken over een ruime kennis  
en jarenlange ervaring, kunnen wij u met raad en daad bijstaan om voor u de  
juiste producten en diensten te selecteren. 

Technische Groothandel voor de industrie en bouw
Primex (gevestigd te Geleen in Nederlands Limburg), levert uitsluitend 
kwaliteitsgereedschappen en verbruiksartikelen voor de professional. Onze  
klanten bestaan veelal uit metaalbewerkingsbedrijven, industrie, technische  
diensten en installateurs. 

Ons uitgebreid assortiment bestaat uit bevestigingsartikelen, lastechniek,  
industriële gassen, elektrisch-, pneumatisch- en handgereedschap en machines.  
Tevens leveren we uit voorraad werkplaatsmachines, verspanend gereedschap,  
slijp- en schuurmiddelen, PBM’s en  hijs-, en klimmaterialen. Onze uitgekiende  
voorraad sluit perfect aan bij onze klanten.

Bestellen kan makkelijk telefonisch, via de mail of rechtstreeks via onze online  
webshop. Ons complete assortiment wordt stap voor stap online beschikbaar  
gesteld. U doet er dus verstandig aan onze website in de toekomst herhaaldelijk  
te checken op nieuwe artikelen. 

www.primexbv.nl

Telefoon: 046-4236633 / 0031-46-4236633

Fax: 046-4755597 / 0031-46-4755597

Email: verkoop@primexbv.nl (voor verkoop technische vragen, offertes en bestellingen) 

Email: administrator@primexbv.nl (voor vragen aangaande uw factuur)

Email: webshop@primexbv.nl (voor vragen aangaande een online bestelling)
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4.
** Generator should have regulated output

The Jasic Arc 140 MMA welding inverter is equipped with  
the latest IGBT technology and a singular PCB for improved 
efficiency and maintenance.

This technologically advanced inverter is extremely user-friendly 
and offers reliable and consistent arc performance. The Arc 140 
also offers lift TIG functionality making it an ideal choice for 
maintenance and light fabrication.

Order Code: 14.12.00140000	 ARC 140

1 Power On/Off Indicator
2 Warning Indicator
3 Process Selection Switch
4 Amperage Control

1 2

3
4

List Price €200.00

Accessories/Optional Items
Part Number Description € List Price
14.00.00000253 Welding Cable Set 3m 57.12
14.00.20300000 Electrode Holder and 3m Cable 29.12
14.00.00203001 Earth Clamp and 3m Cable 19.76
14.10.00000101 Site Bag 52.00
14.00.00000111 Shoulder Strap 2.00
14.00.00170122 WP17V 4m TIG Torch 39.52
14.00.00170252 WP17V 8m TIG Torch 54.08
14.00.00000100 Trolley 224.00

Technical Data
Input Voltage AC 230V - 50/60 Hz

Ieff (A) 15.5

Input Power (kVA) 6

Current Range (A) 10 - 140

Duty Cycle @ 40°C 140A @ 35%

No-Load Voltage (V) 63

Efficiency (%) 85

Power Factor 0.7

Protection/Insulation Class IP21/F

Dimensions (LxWxH mm) 313 x 130 x 250

Weight (Kg) 4.7

Key Features

•	Professional quality IGBT inverter

•	Anti-stick, Arc-force, Lift TIG

•	Hot start for those difficult to strike electrodes

•	40Khz inverter frequency, high efficiency

•	Compact size, lightweight and modern design

•	Heavy duty 16-25mm dinse sockets

•	Easy arc starting, minimal spatter

•	Auto-compensation for voltage fluctuation

•	High quality tactile rubber finish to mouldings and handle

•	Supplied in full colour packaging

•	Can weld electrodes of up to 3.2mm

•	Generator friendly**



5.
** Generator should have regulated output

The Jasic Power Arc 160 PFC wide voltage welding inverter is 
equipped with the latest IGBT technology and a singular PCB  
for improved efficiency and maintenance.

This technologically advanced inverter offers PFC technology 
providing energy saving benefits for the user.

The Arc 160 PFC also offers lift TIG functionality making it an  
ideal choice for maintenance and light fabrication.

Order Code: 14.12.00160000	 ARC 160 PFC Wide Voltage

1 Power On/Off Indicator
2 Warning Indicator
3 Process Selection Switch
4 Amperage Control

1 2

3
4

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00002530 Welding Cable Set 3m 57.12
14.00.00000203 Electrode Holder and 3m Cable 29.12
14.00.00203000 Earth Clamp and 3m Cable 19.76

* Protective Case included
14.10.00000101 Site Bag 52.00
14.00.00000111 Shoulder Strap 2.00
14.00.00171220 WP17V 4m TIG Torch 39.52
14.00.00170252 WP17V 8m TIG Torch 54.08
14.00.00000100 Trolley 224.00

* Comes as Standard

Technical Data
Input Voltage 95-265V - AC 50/60Hz

115V 230V 
Ieff (A) 17.5 11.6
Input Power (kVA) 3.7 5
Current Range (A) 10 - 125 10 - 160
Duty Cycle @ 40°C 125A @ 35% 160A @ 35%
No-Load Voltage (V) 68
Efficiency (%) 85
Power Factor 0.99
Protection/Insulation Class IP21/F
Dimensions (LxWxH mm) 365 x 135 x 280
Weight (Kg) 6.4

Key Features

•	IGBT inverter technology for the professional user
•	Wide input voltage 95-265V
•	PFC energy saving technology
•	Anti-stick, Arc-force, Hot start, Lift TIG
•	40Khz inverter frequency, high-efficiency
•	Compact size, lightweight and modern design
•	Heavy duty 35-50mm dinse sockets
•	Easy arc starting, minimal spatter
•	Auto-compensation for voltage fluctuation
•	High quality tactile rubber finish to mouldings and handle
•	Includes protective carry case and MMA leads
•	Can weld electrodes of up to 4mm
•	Generator friendly**

List Price €320.00



6.
** Generator should have regulated output

Accessories/Optional Items
Part Number Description € List Price

14.00.00002530 Welding Cable Set 3m 57.12
14.00.00000203 Electrode Holder and 3m Cable 29.12

14.00.00203000 Earth Clamp and 3m Cable 19.76
14.10.00000101 Site Bag 52.00
14.00.00000111 Shoulder Strap 2.00
14.00.00171220 WP17V 4m TIG Torch 39.52
14.00.00172520 WP17V 8m TIG Torch 54.08
14.00.00000100 Trolley 224.00

The Jasic Arc 180 PFC model uses PFC technology to provide 
advantages such as energy saving and a wide input voltage range.

This technologically advanced inverter is extremely user-friendly 
and offers reliable and consistent arc performance.

The Arc 180 PFC also offers lift TIG functionality making it an ideal 
choice for maintenance and light fabrication.

Order Code: 14.12.00180002	 ARC 180 PFC Wide Voltage

1 2

3
4

1 Power On/Off Indicator
2 Warning Indicator
3 Process Selection Switch
4 Amperage Control

Technical Data
Input Voltage 95-265V - AC 50/60Hz

115V 230V 
Ieff (A) 15.2 13.4
Input Power (kVA) 3.2 5.83
Current Range (A) 10 - 110 10 - 180
Duty Cycle @ 40°C 110A @ 35% 180A @ 35%
No-Load Voltage (V) 68
Efficiency (%) 85
Power Factor 0.998
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 365 x 135 x 280
Weight (Kg) 6.4

Key Features

•	IGBT inverter technology
•	Wide input voltage 95-265V
•	Anti-stick, Arc-force, Hot start, Lift TIG
•	33Khz inverter frequency, high-efficiency
•	Compact size, lightweight and modern design
•	Heavy duty 35-50mm dinse sockets
•	Easy arc starting, minimal spatter
•	Auto-compensation for voltage fluctuation
•	High quality tactile rubber finish to mouldings and handle
•	Supplied in full colour packaging
•	Can weld electrodes of up to 4mm
•	Generator friendly**

List Price €312.00



7.
** Generator should have regulated output

The Jasic Arc 200 PFC model uses PFC technology to provide 
advantages such as energy saving and a wide input voltage range.

This technologically advanced inverter is extremely user-friendly  
and offers reliable and consistent arc performance.

The Arc 200 PFC also offers lift TIG functionality making it an  
ideal choice for maintenance and light fabrication.

Order Code: 14.12.00200000	 ARC 200 PFC Wide Voltage

1 Power On/Off Indicator
2 Warning Indicator
3 Process Selection Switch
4 Amperage Control

1 2

3
4

Accessories/Optional Items
Part Number Description € List Price
14.00.00002530 Welding Cable Set 3m 57.12
14.00.00000203 Electrode Holder and 3m Cable 29.12
14.00.00203000 Earth Clamp and 3m Cable 19.76
14.10.00000101 Site Bag 52.00
14.00.00000111 Shoulder Strap 2.00
14.00.00171220 WP17V 4m TIG Torch 39.52
14.00.00172520 WP17V 8m TIG Torch 54.08
14.00.00000100 Trolley 224.00

List Price €328.00

Technical Data
Input Voltage 95-265V - AC 50/60Hz

115V 230V 
Ieff (A) 12.3 13.4
Input Power (kVA) 3.5 7.2
Current Range (A) 10 - 110 10 - 200
Duty Cycle @ 40°C 110A @ 25% 200A @ 25%
No-Load Voltage (V) 68
Efficiency (%) 85
Power Factor 0.998
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 365 x 135 x 280
Weight (Kg) 6.4

Key Features

•	IGBT inverter technology
•	Wide input voltage 95-265V
•	Anti-stick, Arc-force, Hot start, Lift TIG
•	33Khz inverter frequency, high-efficiency
•	Compact size, lightweight and modern design
•	Heavy duty 35-50mm dinse sockets
•	Easy arc starting, minimal spatter
•	Auto-compensation for voltage fluctuation
•	High quality tactile rubber finish to mouldings and handle
•	Supplied in full colour packaging
•	Can weld electrodes of up to 4mm
•	Generator friendly**



8.
** Generator should have regulated output

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 19.6
Input Power (kVA) 18.2
Current Range (A) 30 - 400
Duty Cycle @ 40°C 400A @ 60%
No-Load Voltage (V) 79 (9V - VRD)
Efficiency (%) 85
Power Factor 0.95
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 618 x 330 x 441
Weight (Kg) 20

Key Features

•	Excellent weld characteristics and suitable 
   for a range of electrodes including cellulosic
•	IGBT inverter technology
•	Digital ammeter
•	Anti-stick, Arc-force, Hot start, Lift TIG
•	Advanced control technology
•	Auto-compensation for voltage fluctuation
•	Remote control option
•	VRD option
•	Generator friendly**

1
2

3

4

5 6

7 8

Order Code: 14.12.00402000	 ARC 400 c/w Cellulosic Function

The Jasic Arc 400 MMA welding inverter is equipped with the  
latest IGBT technology and digital meters.

This technologically advanced inverter is extremely user-friendly 
and offers reliable and consistent arc performance. The Arc 400 
also offers lift TIG functionality making it an ideal choice for 
industrial applications. 

The VRD (Voltage Reduction Device) option is an added safety 
function that reduces the open circuit voltage of the welding 
power source which is used in the MMA/Stick welding process 
when welding is not taking place to a safe voltage low voltage 
(9V). The VRD function does not affect the welding performance  
of the machine.

1 Digital Display 6 Arc Force Control
2 Warning Indicator 7 Selection Switch = Local Remote
3 Overcurrent LED/Indicator 8 Process Selection Switch
4 VRD Indicator 9 Cellulosic Function Switch
5 Hot Start Control 10 Current Control

Accessories/Optional Items
Part Number Description € List Price
14.00.00000503 Welding Cable Set 3m 104.00
14.00.40300000 Electrode Holder and 3m Cable 41.80
14.00.00403000 Earth Clamp and 3m Cable 37.34
14.00.00260122 WP26V 4m TIG Torch 49.92
14.00.00260252 WP26V 8m TIG Torch 70.72
14.00.00025000 Remote Control 25m 84.00

9 10

List Price €885.00



9.
** Generator should have regulated output

Technical Data
Input Voltage AC 230V - 50/60 Hz
Ieff (A) 15.2
Input Power (kVA) 5.9
Voltage Adjustment Range (V) 11 - 26
Current Range (A) 30 - 160
Duty Cycle @ 40°C 160A @ 35%
No-Load Voltage (V) 53
Wire Spool Size ø 200mm
Efficiency (%) 85
Power Factor 0.7
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 485 x 185 x 370
Weight (Kg) 12.5

Order Code: 14.11.13573300	 MIG 160 Multi Process List Price €692.00

The Jasic MIG 160 Compact is equipped with powerful IGBT 
components, multi process capabilities and a singular PCB for 
improved efficiency and maintenance.

This compact and portable inverter offers excellent welding 
characteristics and consistently reliable performance for both  
MIG/MAG and MMA welding processes.

1 2

3

4 5
6

1 Power On/Off Indicator 4 Amperage Control Dial
2 Warning Indicator 5 Voltage Control Dial
3 Wire Feed Control Dial 6 Process Selection Switch

Included

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
14.00.00000203 Electrode Holder and 3m Cable 29.12

* Gas Hose included
* 14.00.00001503 T150 3m Torch 57.20

14.00.00001504 T150 4m Torch 66.00
14.00.00000111 Shoulder Strap 2.00
14.00.00000100 Trolley 224.00

* 14.00.10048352 0.6/0.8 U Groove Roller 21.52
14.00.10048349 0.8/1.0 U Groove Roller 21.52
14.00.10048338 0.8/1.0 V Groove Roller 29.12
14.00.00171220 WP17V 4m TIG Torch 39.52
14.00.00172520 WP17V 8m TIG Torch 54.08

* Comes as Standard

Key Features

•	IGBT MIG/MMA multi process
•	Single PCB compact welding inverter
•	Stable arc and reliable performance
•	Easy arc starting, less spatter, stable current 
  and excellent weld bead shaping
•	Suitable for 0.6, 0.8 and 1.0mm welding wire
•	Compact size, lightweight and modern design
•	Burn back control
•	Ideal for production, site work & maintenance
•	Can weld electrodes of up to 4mm
•	Generator friendly**



10.
** Generator should have regulated output

Technical Data
Input Voltage AC 230V - 50/60 Hz
Ieff (A) 21
Input Power (kVA) 8
Voltage Adjustment Range (V) 11 - 28
Current Range (A) 30 - 200
Duty Cycle @ 40°C 200A @ 35%
No-Load Voltage (V) 53
Wire Spool Size ø 200mm
Efficiency (%) 85
Power Factor 0.7
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 485 x 185 x 370
Weight (Kg) 12.8

The Jasic MIG 200 Compact is equipped with powerful IGBT 
components, multi process capabilities and a singular PCB  
for improved efficiency and maintenance.

This compact and portable inverter offers excellent welding 
characteristics and consistently reliable performance for both  
MIG/MAG and MMA welding processes.

Order Code: 14.11.13686200	 MIG 200 Multi Process 

Included

1 Power On/Off Indicator 4 Amperage Control Dial
2 Warning Indicator 5 Voltage Control Dial
3 Wire Feed Control Dial 6 Process Selection Switch

1 2

3

4 5
6

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
14.00.00000203 Electrode Holder and 3m Cable 29.12

* Gas Hose included
* 14.00.00001503 T150 3m Torch 57.20

14.00.00001504 T150 4m Torch 66.00
14.00.00000111 Shoulder Strap 2.00
14.00.00000100 Trolley 224.00

* 14.00.10048352 0.6/0.8 U Groove Roller 21.52
14.00.10048349 0.8/1.0 U Groove Roller 21.52
14.00.10048338 0.8/1.0 V Groove Roller 29.12
14.00.00171220 WP17V 4m TIG Torch 39.52
14.00.00172520 WP17V 8m TIG Torch 54.08

* Comes as Standard

List Price €868.00

Key Features

•	IGBT MIG/MMA multi process
•	Single PCB compact welding inverter
•	Stable arc and reliable performance
•	Easy arc starting, less spatter, stable current 
  and excellent weld bead shaping
•	Suitable for 0.6, 0.8 and 1.0mm welding wire
•	Compact size, lightweight and modern design
•	Burn back control
•	Ideal for production, site work & maintenance
•	Can weld electrodes of up to 4mm
•	Generator friendly**



11.
** Generator should have regulated output

Technical Data
Input Voltage AC 230V - 50/60 Hz
Ieff (A) 21
Input Power (kVA) 9.4
Voltage Adjustment Range (V) 11 - 28
Current Range (A) 10 - 200
Duty Cycle @ 40°C 200A @ 35%
No-Load Voltage (V) 53
Wire Spool Size ø 200mm
Efficiency (%) 85
Power Factor 0.7
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 485 x 185 x 370
Weight (Kg) 12.8

The Jasic MIG 200 Synergic Compact is equipped  
with powerful IGBT components, multi process capabilities,  
digital meters and a singular PCB for improved efficiency  
and maintenance.

This compact and portable synergic inverter offers excellent  
welding characteristics and consistently reliable performance  
for both MIG/MAG, MMA and Lift TIG welding processes.

Stable arc and reliable performance ideal for production,  
site work & maintenance.

Order Code: 14.11.13573400	 MIG 200 Synergic Multi Process

Included

1 2
3

4 5 6

1 Amp Digital Display 4 Amp Wire Feed Adjustment Dial
2 Voltage Digital Display 5 Voltage Crater Control Dial
3 2T/4T Selection Switch 6 Process Selection Dial

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
14.00.00000203 Electrode Holder and 3m Cable 29.12

* Gas Hose included
* 14.00.00001503 T150 3m Torch 57.20

14.00.00001504 T150 4m Torch 66.00
14.00.00000111 Shoulder Strap 2.00
14.00.00000100 Trolley 224.00

* 14.00.10048352 0.6/0.8 U Groove Roller 21.52
14.00.10048349 0.8/1.0 U Groove Roller 21.52
14.00.10048338 0.8/1.0 V Groove Roller 29.12
14.00.26000012 WP26 Euro 4m TIG Torch 74.00
14.00.26000025 WP26 Euro 8m TIG Torch 105.00

* Comes as Standard

List Price €898.00

Key Features

•	Advanced synergic control 
  (pulse parameters are selected automatically)
•	IGBT MIG/MAG/MMA/Lift TIG multi process
•	Self-adaptive crater filling function
•	Digital amp & voltmeter
•	Working frequency is beyond the audio range, 
  greatly reducing noise pollution
•	Easy arc starting, less spatter, stable current 
  and excellent weld bead shaping
•	Suitable for 0.6, 0.8 and 1.0mm welding wire
•	Compact size, lightweight and modern design
•	Burn back control
•	Can weld electrodes of up to 4mm
•	Generator friendly**



12.
** Generator should have regulated output

Technical Data
Input Voltage 95-265V - AC 50/60Hz

115V 230V 
Ieff (A) 20.1 14.8
Input Power (kVA) 4.2 5.8
Voltage Adjustment Range (V) 11 - 28
Current Range (A) MIG 30 - 140 30 - 200

MMA 10 - 140 10 - 180
Duty Cycle @ 40°C 200A @ 35%
No-Load Voltage (V) 53
Wire Spool Size ø 200mm
Efficiency (%) 85
Power Factor 0.998
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 485 x 185 x 370
Weight (Kg) 12.8

The Jasic MIG 200 PFC inverter operates on a wide input voltage 
range, 95-265V and is equipped with powerful IGBT components 
and a singular PCB for improved efficiency  
and maintenance.

This compact technologically advanced inverter is extremely  
user-friendly and offers reliable and consistent arc for both  
MIG/MAG and MMA performance.

Offering a stable arc and reliable performance with the added 
benefit of being dual voltage makes this machine your perfect 
partner for site work, maintenance and light fabrication.

Order Code: 14.11.13573200	 MIG 200 Multi Process Inverter PFC Wide Voltage

Included

1 Power On/Off Indicator 4 Amperage Control Dial
2 Warning Indicator 5 Voltage Control Dial
3 Wire Feed Control Dial 6 Process Selection Switch

1 2

3

4 5
6

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
14.00.00000203 Electrode Holder and 3m Cable 29.12

* Gas Hose included
* 14.00.00001503 T150 3m Torch 57.20

14.00.00001504 T150 4m Torch 66.00
14.00.00000111 Shoulder Strap 2.00
14.00.00000100 Trolley 224.00

* 14.00.10048352 0.6/0.8 U Groove Roller 21.52
14.00.10048349 0.8/1.0 U Groove Roller 21.52
14.00.10048338 0.8/1.0 V Groove Roller 29.12
14.00.00171220 WP17V 4m TIG Torch 39.52
14.00.00172520 WP17V 8m TIG Torch 54.08

* Comes as Standard

List Price €924.00

Key Features

•	IGBT MIG/MMA multi process 
  inverter technology - for the professional user
•	Wide input voltage 95-265V
•	PFC - Energy saving benefits for the user
•	Single PCB compact welding inverter
•	Stable arc and reliable performance
•	Suitable for 0.6 to 1.0mm wires
•	Compact size, lightweight and modern design
•	Burn back control
•	Ideal for production, site work & maintenance
•	Reverse polarity
•	Can weld electrodes of up to 4mm
•	Generator friendly**



13.

Technical Data
Input Voltage AC 230V - 50/60 Hz
Ieff (A) 28.4
Input Power (kVA) 11
Voltage Adjustment Range (V) 11 - 29
Current Range (A) 30 - 250
Duty Cycle @ 40°C 250A @ 35%
No-Load Voltage (V) 52
Wire Spool Size ø 300mm
Efficiency (%) 85
Power Factor 0.75
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 900 x 450 x 755
Weight (Kg) 48

The Jasic MIG 252 Compact is equipped with powerful IGBT 
components, a digital A/V display and multi process capabilities.

The inverter offers excellent welding characteristics and 
consistently reliable performance for highly demanding  
and repetitive weld cycles.

This high quality single phase machine delivers an impressive  
250 amps at 35% duty cycle, making the MIG 252 Compact an 
excellent choice for medium duty fabrication work.

Order Code: 14.11.00250000	 MIG 250 Inverter Compact

1 Voltage Digital Display 6 Voltage Dial
2 Warning Indicator 7 Wire Speed Control Dial
3 Amp Digital Display 8 Process Control Switch
4 MMA Amperage Dial 9 Spool Gun Option
5 Wire Inch Button

1 2 3 4
5

6 7
8 9

Included

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00303000 Earth Clamp and 3m Cable 28.70
14.00.33000000 Electrode Holder and 3m Cable 33.18

* Gas Hose included
* Trolley included
* 14.00.00002503 T250 3m Torch 75.50

14.00.00002504 T250 4m Torch 86.50
14.00.10016540 0.6/0.8 V Groove Roller 25.84

* 14.00.10016533 0.8/1.0 V Groove Roller 25.84
14.00.10031902 1.0 /1.2 V Groove Roller 25.84
14.00.10016541 0.8 / 1.0 U Groove Roller 25.84
14.00.10029922 1.0/1.2 U Groove Roller 25.84
14.00.10029929 1.0/1.2 FCW Roller Knurled 25.84
14.00.00002000 Spool Gun 6m 391.04
14.00.00260122 WP26V 4m TIG Torch 49.92
14.00.00262520 WP26V 8m TIG Torch 70.72

* Comes as Standard

List Price €1096.00

Key Features

•	High performance compact MIG/MAG/MMA inverter
•	Suitable for 0.6, 0.8 and 1.0mm welding wire
•	Advanced control circuitry
•	Digital A/V display
•	High duty cycle
•	Stable and reliable arc
•	Burn back control
•	Spool gun interface
•	Wire inching feature



14.

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 13.7
Input Power (kVA) 15
Voltage Adjustment Range (V) 15 - 38
Current Range (A) 50 - 350
Duty Cycle @ 40°C 350A @ 40%
No-Load Voltage (V) 62 (19V - VRD)
Wire Spool Size ø 300mm
Efficiency (%) 85
Power Factor 0.93
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 900 x 450 x 755
Weight (Kg) 52

The Jasic MIG 352 Compact is equipped with powerful IGBT 
components, a digital A/V display and multi process capabilities.

The inverter offers excellent welding characteristics and 
consistently reliable performance for highly demanding  
and repetitive weld cycles.

This high quality three phase machine delivers an impressive  
350 amps at 40% duty cycle, making the MIG 352 Compact an 
excellent choice for medium duty fabrication work.

Order Code: 14.11.00350000	 MIG 350 Inverter Compact

Included

1 2 3 4
5

6 7

1 Voltage Digital Display 6 Voltage Dial
2 Warning Indicator 7 Wire Feed Speed Dial
3 Amp Digital Display 8 Inductance Dial
4 MMA Amperage Dial 9 Process Switch
5 Wire Inch Button 10 Spool Gun Option

8
9 10

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00303000 Earth Clamp and 3m Cable 28.70
14.00.33000000 Electrode Holder and 3m Cable 33.18

* Gas Hose included
* Trolley included
* 14.00.03603000 T360 3m Torch 104.00

14.00.03604000 T360 4m Torch 123.50
14.00.10036428 0.8/1.0 V Groove Roller 25.84

* 14.00.10039481 1.0 /1.2 V Groove Roller 25.84
14.00.10029314 1.2 / 1.6 V Groove Roller 25.84
14.00.10029899 0.8/1.0 U Groove Roller 25.84
14.00.10016532 1.0/1.2 U Groove Roller 25.84
14.00.10016599 1.2/1.6 U Groove Roller 25.84
14.00.10029903 1.2/1.6 FCW Roller Knurled 25.84
14.00.00002000 Spool Gun 6m 391.04
14.00.00260122 WP26V 4m TIG Torch 49.92
14.00.00262520 WP26V 8m TIG Torch 70.72

* Comes as Standard

List Price €1364.00

Key Features

•	Multi function compact MIG/MAG/MMA/Lift TIG
•	Suitable for 0.8, 1.0 and 1.2mm welding wire
•	Stable and reliable arc with minimal spatter
•	Suitable for flux cored
•	Advanced control circuitry
•	Digital A/V display
•	4 roll wire feed drive
•	High duty cycle
•	Burn back control
•	Spool gun interface
•	Wire inching feature
•	VRD on MMA setting
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The Jasic MIG 350 Separate equipped with powerful IGBT 
components, digital meters and multi process capabilities offers 
excellent welding characteristics and rugged, reliable performance.

This high quality three phase inverter delivers an impressive 350 
amps at 40% duty cycle, making the MIG 350 an excellent choice 
for medium to heavy duty industrial manufacturers.

Featuring a unique (welding dynamic characteristic control circuit)  
in MIG, provides a stable arc, low spatter, excellent weld 
appearance and high welding efficiency.

Order Code: 14.11.00350002	 MIG 350 Multi Process Separate Water Cooled

Included

1 Wire Feed Speed Dial 8 Crater Current Control
2 Voltage Dial 9 Crater Voltage Control
3 Wire Inch Button 10 Inductance Dial
4 Amperage Digital Display 11 2T/4T Switch
5 Warning Indicator 12 Gas Purge Switch
6 Voltage Digital Display 13 Process Selection Switch
7 MMA Amperage Dial

1 2

3

4 5 6

7 8 9 10

11 12 13

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00303000 Earth Clamp and 3m Cable 28.70
14.00.33000000 Electrode Holder and 3m Cable 33.18

* Gas Hose included
* 5m Interconnecting Cable included
* 4 Roll Wire Feed Unit included
* 14.00.00000015 Water Cooler 340.00
* Trolley included
* 14.00.00005013 T501 3m Torch 135.00

14.00.00005014 T501 4m Torch 154.00
14.00.10036428 0.8/1.0 V Groove Roller 25.84

* 14.00.10039481 1.0/1.2 V Groove Roller 25.84
14.00.10029314 1.2/1.6 V Groove Roller 25.84
14.00.10029899 0.8/1.0 U Groove Roller 25.84
14.00.10016532 1.0/1.2 U Groove Roller 25.84
14.00.10016599 1.2/1.6 U Groove Roller 25.84
14.00.10029903 1.2/1.6 FCW Roller Knurled 25.84

* Comes as Standard

List Price €2424.00

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 13.2
Input Power (kVA) 15
Voltage Adjustment Range (V) 15 - 36
Current Range (A) MIG 50 - 350 MMA 20 - 350
Duty Cycle @ 40°C 350A @ 40%
No-Load Voltage (V) 65
Wire Speed (m/min) 1 - 16
Efficiency (%) 85
Power Factor 0.93
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 1020 x 505 x 1460
Weight (Kg) 125

Key Features

•	IGBT MIG/MAG MMA inverter
•	Digital amp & voltmeter
•	High duty cycle
•	4 roll wire feed unit
•	Advanced control circuitry
•	Suitable for 0.8, 1.0 and 1.2mm welding wire
•	Burn back control & wire inching
•	2T/4T trigger function
•	Power & status LED’s
•	Gas check function
•	Variable inductance
•	Inverter trolley takes full size gas bottle
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The Jasic MIG 450 Separate equipped with powerful IGBT 
components, digital meters and multi process capabilities offers 
excellent welding characteristics and rugged, reliable performance.

This high quality three phase inverter delivers an impressive 400 
amps at 100% duty cycle, making the MIG 450 an excellent choice 
for heavy duty industrial manufacturers.

Featuring a unique (welding dynamic characteristic control circuit)  
in MIG, provides a stable arc, low spatter, excellent weld 
appearance and high welding efficiency.

Order Code: 14.11.00450001	 MIG 450 Multi Process Separate Water Cooled

Included

1 2

3

4 5 6

7 8 9 10

11 12 13

1 Wire Feed Speed Dial 8 Crater Current Control
2 Voltage Dial 9 Voltage Control
3 Wire Inch Button 10 Inductance Dial
4 Amperage Digital Display 11 2T/4T Switch
5 Warning Indicator 12 Gas Purge Switch
6 Voltage Digital Display 13 Process Selection Switch
7 MMA Amperage Dial

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00403000 Earth Clamp and 3m Cable 37.34
14.00.40300000 Electrode Holder and 3m Cable 41.80

* Gas Hose included
* 5m Interconnecting Cable included
* 4 Roll Wire Feed Unit included
* 14.00.00000015 Water Cooler 340.00
* Trolley included
* 14.00.00005013 T501 3m Torch 135.00

14.00.00005014 T501 4m Torch 154.00
14.00.10036428 0.8/1.0 V Groove Roller 25.84

* 14.00.10039481 1.0/1.2 V Groove Roller 25.84
14.00.10029314 1.2/1.6 V Groove Roller 25.84
14.00.10029899 0.8/1.0 U Groove Roller 25.84
14.00.10016532 1.0/1.2 U Groove Roller 25.84
14.00.10016599 1.2/1.6 U Groove Roller 25.84
14.00.10029903 1.2/1.6 FWC Roller Knurled 25.84

* Comes as Standard

List Price €2616.00

Key Features

•	IGBT MIG/MAG MMA inverter
•	Digital amp & voltmeter
•	High duty cycle
•	4 roll wire feed unit
•	Advanced control circuitry
•	Suitable for 0.8, 1.0, 1.2 and 1.6mm welding wire
•	Burn back control & wire inching
•	2T/4T trigger function
•	Power & status LED’s
•	Gas check function
•	Variable inductance
•	Inverter trolley takes full size gas bottle

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 27
Input Power (kVA) 18.7
Voltage Adjustment Range (V) 15 - 40
Current Range (A) MIG 60 - 450 MMA 30 - 400
Duty Cycle @ 40°C 400A @ 100%
No-Load Voltage (V) 65
Wire Speed (m/min) 1 - 18
Efficiency (%) 85
Power Factor 0.91
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 1020 x 505 x 1460
Weight (Kg) 129
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The Jasic MIG 350 Pulse is equipped with powerful IGBT 
components, digital meters and multi process capabilities offers 
excellent welding characteristics and rugged, reliable performance.

This three phase inverter offers synergic curves for common 
materials and wires.

The machine also has self-diagnostic protection systems that 
provides extreme reliability.

Order Code: 14.11.13350000	 MIG 350P Multi Process Separate Water Cooled Pulse 

Included

1 2

3 4

5

6

7 8

9

10

11

12 13 14
15

1 Amperage Digital Display 9 Welding Process Parameters
2 Voltage Digital Display 10 Operation Mode
3 Current Adjustment 11 Gas Purge
4 Voltage Compensation 12 Base Material Selection
5 Wire Inch Button 13 Gas Selection
6 Welding Mode 14 Wire Size Selection
7 Amperage Digital Display 15 Parameter Adjustment
8 Voltage Digital Display

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00403000 Earth Clamp and 3m Cable 37.34
14.00.40300000 Electrode Holder and 3m Cable 41.80

* Gas Hose included
* 5m Interconnecting Cable included
* 4 Roll Wire Feed Unit included
* 14.00.00000015 Water Cooler 340.00
* Trolley included
* 14.00.00005013 T501 3m Torch 135.00

14.00.00005014 T501 4m Torch 154.00
* 14.00.10054934 0.8/1.0 V Groove Roller 33.60
* 14.00.10054932 1.0/1.2 V Groove Roller 33.60
* 14.00.10054935 1.2/1.6 V Groove Roller 33.60
* 14.00.10054937 V Groove Pressure Roller 33.60
* 14.00.10054930 1.0/1.2 U Groove Roller 33.60
* 14.00.10054931 1.2/1.6 U Groove Roller 33.60

14.00.10054936 1.0/1.2 U Groove Pressure Roller 33.60
14.00.10054933 1.2/1.6 U Groove Pressure Roller 33.60

* Comes as Standard

List Price 
€4312.00

Key Features

•	IGBT multi process inverter
•	Synergic, MIG/MAG pulse, double pulse and DC MMA
•	DSP digital technology for optimum welding performance
•	4 roll wire feed unit
•	Suitable for 0.8, 1.0, 1.2 and 1.6mm welding wire
•	Easy parameter settings for the operator
•	Synergic curves for common materials & wire diameters
•	Self diagnostic system
•	Encoder feedback control of wire feed system
•	Power & status LED’s
•	Integrated water cooling system
•	Inverter trolley takes full size gas bottle

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 23.6
Input Power (kVA) 21.1
Voltage Adjustment Range (V) 17 - 31.5
Current Range (A) 10 - 350
Duty Cycle @ 40°C 350A @ 60%
No-Load Voltage (V) 70
Wire Speed (m/min) 1 - 18
Efficiency (%) 85
Power Factor 0.85
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 1020 x 505 x 1390
Weight (Kg) 117



18.
** Generator should have regulated output

The Jasic Power TIG 180 SE is equipped with powerful IGBT 
components and a singular PCB for improved efficiency  
and maintenance.

This technologically advanced inverter is extremely user-friendly  
and offers reliable and consistent arc performance.

The TIG 180 SE with high frequency starting also offers  
MMA functionality making it an ideal choice for maintenance  
or manufacturing.

Order Code: 14.10.00180001	 TIG 180 DC SE

1 2

3

4 5 6 7

1 Power On/Off Indicator 5 Postflow Time Control
2 Warning Indicator 6 2T/4T Selection Switch
3 Amperage Control 7 Process Selection Switch
4 Down Slope Control

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
* 14.00.00000203 Electrode Holder and 3m Cable 29.12
* Protective Case included
* 14.00.37000000 T17 4m Torch 122.72

14.00.37000001 T17F 4m Torch 126.88
14.00.37800000 T17 8m Torch 156.00
14.00.37800001 T17F 8m Torch 160.16
14.00.00000100 Trolley 224.00

* Comes as Standard

List Price €464.00

Key Features

•	Single PCB construction, easy for testing and maintenance
•	IGBT TIG/MMA inverter technology
•	High frequency inverter, high efficiency
•	Anti-stick, Arc-force, Hot start 2T/4T
•	Down slope and post flow
•	Easy start, stable and reliable arc
•	Auto-compensation for voltage fluctuation
•	Compact size, lightweight and modern design
•	Heavy duty 35-50mm dinse sockets
•	High quality tactile rubber finish to mouldings and handle
•	Supplied in full colour packaging
•	Generator friendly**

Technical Data
Input Voltage AC 230V - 50/60 Hz
Ieff (A) 16.5
Input Power (kVA) 7.1
Current Range (A) TIG 10 - 180 MMA 10 - 160
Duty Cycle @ 40°C TIG 180A @ 35% MMA 160A @ 35%
No-Load Voltage (V) 65
Efficiency (%) 85
Power Factor 0.7
Protection/Insulation Class IP21/F
Dimensions (LxWxH mm) 365 x 135 x 277
Weight (Kg) 5.94
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** Generator should have regulated output

The Jasic TIG 200 is equipped with powerful IGBT components  
and a singular PCB for improved efficiency and maintenance.

This technologically advanced inverter is extremely user-friendly  
and offers reliable and consistent arc performance. 

The TIG 200 with high frequency starting also offers MMA 
functionality making it an ideal choice for maintenance 
or manufacturing.

Order Code: 14.10.00200000	 TIG 200 DC

1 2

3

4 5 6 7

1 Power On/Off Indicator 5 Postflow Time Control

2 Warning Indicator 6 2T/4T Selection Switch

3 Amperage Control 7 Process Selection Switch

4 Down Slope Control

Included

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
14.00.00000203 Electrode Holder and 3m Cable 29.12

* 14.00.37000000 T17 4m Torch 122.72
14.00.37000001 T17F 4m Torch 126.88
14.00.37800000 T17 8m Torch 156.00
14.00.37800001 T17F 8m Torch 160.16
14.10.00000101 Site Bag 52.00
14.00.00000111 Shoulder Strap 2.00
14.00.00000100 Trolley 224.00

* Comes as Standard

List Price €452.00

Key Features

•	Single PCB construction, easy for testing and maintenance
•	IGBT TIG/MMA inverter technology
•	High frequency inverter, high efficiency
•	Anti-stick, Arc-force, Hot start 2T/4T
•	Down slope and post flow
•	Easy start, stable and reliable arc
•	Auto-compensation for voltage fluctuation
•	Compact size, lightweight and modern design
•	Heavy duty 35-50mm dinse sockets
•	High quality tactile rubber finish to mouldings and handle
•	Supplied in full colour packaging
•	Generator friendly**

Technical Data
Input Voltage AC 230V - 50/60 Hz
Ieff (A) 18.9
Input Power (kVA) 8.2
Current Range (A) TIG 10 - 200 MMA 10 - 180
Duty Cycle @ 40°C 200A @ 35%
No-Load Voltage (V) 65
Efficiency (%) 85
Power Factor 0.7
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 365 x 135 x 277
Weight (Kg) 6.12
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** Generator should have regulated output

The Jasic TIG 200 PFC Pulse operates on a wide input voltage range 
95-265V and is equipped with powerful IGBT components and a 
singular PCB for improved efficiency and maintenance.

This technologically advanced inverter is extremely user-friendly 
and offers reliable and consistent arc performance. The TIG 200 
with high frequency starting also offers MMA functionality making 
it an ideal choice for maintenance or manufacturing.

Order Code: 14.10.13686500	 TIG 200P DC Pulse PFC Wide Voltage

1
2
3 4

5 6

7

1 Digital Display 5 Pulse Switch
2 Warning Indicator 6 2T/4T/Spot Selection Switch
3 Power Indicator 7 Multi Function Control Dial
4 Process Selection Switch

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
14.00.00000203 Electrode Holder and 3m Cable 29.12

* 14.00.71000000 T17 4m Torch 122.72
14.00.71000001 T17F 4m Torch 126.88
14.00.71800000 T17 8m Torch 164.38
14.00.71800001 T17F 8m Torch 168.00
14.10.00000101 Site Bag 52.00
14.00.00000111 Shoulder Strap 2.00
14.00.00000100 Trolley 224.00
14.00.00000050 Foot Control 58.00

* Comes as Standard

Included

List Price €564.00

Key Features

•	DC Pulse TIG/MMA
•	Wide input voltage 95-265V
•	Single PCB construction, easy for testing and maintenance
•	PFC energy saving technology
•	IGBT inverter technology
•	High frequency inverter, high efficiency
•	Digital control, HF arc ignition 2T/4T
•	Pulse frequency 0.5-200 Hz
•	Easy start, stable and reliable arc
•	Auto-compensation for voltage fluctuation
•	Compact size, lightweight and modern design
•	Heavy duty 35-50mm dinse sockets
•	High quality tactile rubber finish to mouldings and handle
•	Supplied in full colour packaging
•	Generator friendly**

Technical Data
Input Voltage 95-265V - AC 50/60Hz

115V 230V
Ieff (A) 27.7 14.2
Input Power (kVA) 4 6
Current Range (A) TIG 10 - 160 

MMA 10 - 125
TIG 10 - 200 

MMA 10 - 180
Duty Cycle @ 40°C TIG 160A @ 60% 

MMA 125A @ 60%
TIG 200A @ 30% 

MMA 180A @ 25%
No-Load Voltage (V) 65
Efficiency (%) 85
Pulse Frequency (Hz) 0.5 - 200
Power Factor 0.99
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 420 x 135 x 277
Weight (Kg) 7.5
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Order Code: 14.10. 00300000	 TIG 300P DC Pulse

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00000203 Work Return Lead & Clamp included
* 14.00.33000000 Electrode Holder and 3m Cable 33.18
* 14.00.79000000 T26 4m TIG Torch 124.38

14.00.79000008 T26 8m TIG Torch 164.38
14.00.79000001 T26 4m Flexi Neck TIG Torch 130.00
14.00.79000002 T26 8m Flexi Neck TIG Torch 168.00
14.00.00000080 Foot Control 58.00
14.00.00000020 Water Cooler 586.00
14.00.00001002 Trolley 346.00

* Comes as Standard

Included

List Price €1323.00

Key Features

•	TIG DC Pulse with digital control
•	Program memory storage
•	Microprocessor control of a wide range of functions
•	HF and lift TIG
•	Remote control interface
•	VRD function
•	Digital display
•	Intelligent fan and cooler control
•	Excellent welding characteristics
•	Protection system to enhance equipment life
•	 S  Suitable for welding in an environment  
  with increased risk of electric shock
•	Water cooled option 
•	Generator friendly**

Technical Data
Input Voltage AC 400V +/-15% - 50/60 Hz
Ieff (A) 9.9
Input Power (kVA) 11
Current Range (A) TIG 5 - 300 MMA 20 - 210
Duty Cycle @ 40°C TIG 300A @ 20% MMA 210A @ 50%
No-Load Voltage (V) 60 (11.8V - VRD)
Efficiency (%) 85
Protection/Insulation Class IP23S/F
Dimensions (LxWxH mm) 566 x 224 x 405
Weight (Kg) 19.4

1 2 3

4
5

6

7

8 9 10 11

1 Process Selection Switch 7 Welding Program Storage
2 Digital Display 8 Torch Switch Mode Button
3 MMA Control Area 9 Remote Control Selection
4 Welding Parameters 10 HF Mode
5 VRD on LED 11 Cooling Selection
6 Rotary Adjustment/Push Selector

The Jasic TIG 300 DC Pulse inverter is equipped with 
industrial grade components and microprocessor  
control for high accuracy and performance.

​This technologically advanced inverter with a digital control 
panel allows for feature rich options and provides 8 channel 
automatic storage of the welding parameters. 

The unit is designed to IP23S  S  class for use in the  
harshest environments.

This modular design TIG welding system can be assembled 
with an optional trolley and water cooler where required.



22.

Order Code: 14.10. 00300001	 TIG 300P DC Pulse Water Cooled

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00000203 Work Return Lead & Clamp included
* 14.00.33000000 Electrode Holder and 3m Cable 33.18
* 14.00.83000001 T18 4m TIG Torch 126.00

14.00.83000002 T18 8m TIG Torch 166.00
14.00.83000003 T18 4m Flexi Neck TIG Torch 140.00
14.00.83000004 T18 8m Flexi Neck TIG Torch 180.00
14.00.00000080 Foot Control 58.00

* 14.00.00000020 Water Cooler 586.00
* 14.00.00001002 Trolley 346.00

* Comes as Standard

Included

List Price €2210.00

1 2 3

4
5

6

7

8 9 10 11

1 Process Selection Switch 7 Welding Program Storage
2 Digital Display 8 Torch Switch Mode Button
3 MMA Control Area 9 Remote Control Selection
4 Welding Parameters 10 HF Mode
5 VRD on LED 11 Cooling Selection
6 Rotary Adjustment/Push Selector

The Jasic TIG 300 DC Pulse inverter is equipped with 
industrial grade components and microprocessor  
control for high accuracy and performance.

​This technologically advanced inverter with a digital control 
panel allows for feature rich options and provides 8 channel 
automatic storage of the welding parameters. 

The unit is designed to IP23S  S  class for use in the  
harshest environments.

Key Features

•	TIG DC Pulse with digital control
•	Program memory storage
•	Microprocessor control of a wide range of functions
•	HF and lift TIG
•	Remote control interface
•	VRD function
•	Digital display
•	Intelligent fan and cooler control
•	Excellent welding characteristics
•	Protection system to enhance equipment life
•	 S  Suitable for welding in an environment  
  with increased risk of electric shock
•	Generator friendly**

Technical Data
Input Voltage AC 400V +/-15% - 50/60 Hz
Ieff (A) 9.9
Input Power (kVA) 11
Current Range (A) TIG 5 - 300 MMA 20 - 210
Duty Cycle @ 40°C TIG 300A @ 20% MMA 210A @ 50%
No-Load Voltage (V) 60 (11.8V - VRD)
Efficiency (%) 85
Protection/Insulation Class IP23S/F
Dimensions (LxWxH mm) 940 x 420 x 1130
Weight (Kg) 74
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** Generator should have regulated output

The Jasic TIG 400 Pulse is equipped with industrial grade IGBT 
components and an MCU chip for high accuracy and performance.

This technologically advanced inverter with a digital panel allows 
for software upgrades and provides 8 channel automatic storage 
of the welding parameters.

This modular design TIG welding system includes the trolley and 
water cooler as standard.

Order Code: 14.10.00400000	 TIG 400P DC Pulse

1

2

3

4

5

6
7 8

9
10

1 Process Selection Switch 6 TIG Switch Mode Selector
2 Digital Display 7 Water Cooling Selector
3 Control Function Switch 8 HF Selector
4 Storage Selection 9 MMA Parameter Selector
5 Adjustment Dial 10 VRD

Accessories/Optional Items
Part Number Description € List Price

* 14.00.70300000 Electrode Holder and 3m Cable 99.20
14.00.00703000 Earth Clamp and 3m Cable 65.52

* Water Cooler included
* Trolley included
* 14.00.54000000 T18 4m Torch 124.38

14.00.54000001 T18F 4m Torch 130.00
14.00.54080000 T18 8m Torch 164.38
14.00.54080001 T18F 8m Torch 168.00
14.00.00000070 Foot Control 58.00

* Comes as Standard

Included

List Price €2716.00

Key Features

•	Industrial grade IGBT inverter technology
•	DC Pulse TIG/MMA with VRD function option
•	MCU chip for high accuracy and consistency
•	HF or Lift arc ignition, 2T/4T, spot-time
•	Up/down slope, pre/post flow, crater/initial/weld current
•	Digital panel with interface for easy software upgrades
•	Gas test function in DC TIG mode
•	Modular design with trolley and water cooler included
•	Automatic 8 channel storage of welding parameters
•	On demand fan and water cooling
•	Generator friendly**

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 14
Input Power (kVA) 18
Current Range (A) TIG DC 5 - 400 MMA DC 30 - 400
Duty Cycle @ 40°C 400A @ 50%
No-Load Voltage (V) 68
Efficiency (%) 85
Power Factor 0.96
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 760 x 360 x 585
Weight (Kg) 90



24.
** Generator should have regulated output

The Jasic TIG 200P AC/DC mini is a technologically advanced single 
phase inverter power source offering an ultra-portable solution. 
The innovative and user-friendly control panel offers a digital weld 
cycle, welding modes and a program memory feature for storing 
different welding parameters.

The excellent technical characteristics of the 200 AC/DC make it 
an ideal choice for professionally qualified TIG welders that require 
precise and reliable performance.

Order Code: 14.10.13200000	 TIG 200P AC/DC Pulse Mini Digital

1

2 3 4

5

6
7
8

1 Digital Display 5 Welding Parameters
2 Process Selection Switch 6 Local Remote Function
3 2T/4T/Spot Selection Switch 7 Tungsten Size
4 Multi Function Control Dial 8 Parameter Alarm

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
14.00.00000203 Electrode Holder and 3m Cable 29.12

* 14.00.50000000 T26 4m Torch 124.38
14.00.50100000 T26 4m Torch c/w 10K Pot 180.00
14.00.50100001 T26F 4m Torch 130.00
14.00.50100002 T26F 4m Torch c/w 10K Pot 180.00
14.00.50108000 T26F 8m Torch c/w 10K Pot 190.00
14.00.50800000 T26 8m Torch 164.38
14.00.50800001 T26F 8m Torch 168.00
14.00.50108001 T26F 8m Torch c/w 10K Pot 239.20
14.10.00000101 Site Bag 52.00
14.00.00000111 Shoulder Strap 2.00
14.00.00000100 Trolley 224.00
14.00.00000050 Foot Control 58.00

* Comes as Standard

Included

List Price €1050.00

Key Features

•	TIG Pulse AC/DC with digital control
•	Digital display
•	Program memory storage
•	Easy to use, intuitive control panel
•	Pre-post flow time, up/down slope
•	Pulse adjustment
•	Pulse frequency, pulse duty, arc force, cleaning width 
•	Remote control interface
•	AC function for aluminium and aluminium alloys
•	Heavy duty 35-50mm dinse sockets
•	DC TIG function for carbon steel, 
  copper and non-ferrous metals
•	High speed pulse with precise  
  adjustment for ultimate weld bead
•	Generator friendly**

Technical Data
Input Voltage AC 230V - 50/60 Hz
Ieff (A) 16
Input Power (kVA) 6.9
Current Range (A) TIG 5 - 200 MMA 10 - 160
Duty Cycle @ 40°C TIG 200A @ 25% MMA 160A @ 30%
No-Load Voltage (V) 60
Efficiency (%) 85
Power Factor 0.7
Protection/Insulation Class IP21S/B
Dimensions (LxWxH mm) 435 x 160 x 340
Weight (Kg) 9
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** Generator should have regulated output

The Jasic TIG 200 Pulse AC/DC is a technologically advanced 
single phase inverter power source suitable for medium to large 
production work. The innovative and user-friendly analog panel 
allows full control of the welding parameters.

The excellent technical characteristics of the 200 AC/DC make it 
an ideal choice for professionally qualified TIG welders that require 
precise and reliable performance.

Order Code: 14.10.00200001	 TIG 200P AC/DC Pulse Analog

1 Digital Display 10 Peak Current
2 Power On/Off Indicator 11 Pulse Low Current
3 Warning Indicator 12 Down Slope Time
4 Power On/Off Switch 13 Arc Force
5 2T/4T/Spot Selection Switch 14 Pulse Frequency
6 Process Selection Switch 15 Pulse Duty
7 AC/DC Switch 16 Wave Balance
8 Pulse On/Off Switch 17 Post Flow Gas
9 Gas Pre-Flow Time

1
2
3

4

5 6

7 8

9 10 11 12

13 14 15 16 17

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
14.00.00000203 Electrode Holder and 3m Cable 29.12

* 14.00.38000000 T26 4m Torch 124.38
14.00.38000001 T26F 4m Torch 130.00
14.00.38080000 T26 8m Torch 164.38
14.00.38080001 T26F 8m Torch 168.00
14.00.00001000 Trolley 260.00
14.00.00000010 Foot Control 58.00

* Comes as Standard

Included

List Price €915.00

Key Features

•	TIG Pulse AC/DC with analog control
•	Digital display
•	Peak current control, 2T/4T
•	Pre-post flow time, up/down slope
•	Pulse adjustment
•	Pulse frequency, pulse duty, arc force, cleaning width 
•	Remote control interface
•	AC function for aluminium and aluminium alloys
•	DC TIG function for carbon steel, 
  copper and non-ferrous metals
•	Smooth arc and stable welding performance
•	Generator friendly**

Technical Data
Input Voltage AC 230V - 50/60 Hz
Ieff (A) 18
Input Power (kVA) 9.4
Current Range (A) AC 30 - 185 DC 10 - 185
Duty Cycle @ 40°C 185A @ 20%
No-Load Voltage (V) 70
Protection/Insulation Class IP21S/B
Dimensions (LxWxH mm) 570 x 335 x 440
Weight (Kg) 25



26.

The Jasic TIG 200 Pulse AC/DC is a technologically advanced 
single phase inverter power source suitable for medium 
to large production work. The innovative and user-friendly 
digital panel allows full control of the welding parameters.

The excellent technical characteristics of the 200 AC/DC  
make it an ideal choice for professionally qualified TIG  
welders that require precise and reliable performance.

Order Code: 14.10.00200002	 TIG 200P AC/DC Pulse Digital

1 Process Selection Switch 6 Parameter Selection Switch
2 Digital Display 7 MMA Features
3 Control Function Switch 8 Power On/Off Switch
4 Parameter Adjustment Dial 9 Foot Control Option
5 Parameter Selection Switch

1

2 3
4

5 6 7

8

9

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
14.00.00000203 Electrode Holder and 3m Cable 29.12

* 14.00.38000000 T26 4m Torch 124.38
14.00.38000001 T26F 4m Torch 130.00
14.00.38080000 T26 8m Torch 164.38
14.00.38080001 T26F 8m Torch 168.00
14.00.00001000 Trolley 260.00
14.00.00000010 Foot Control 58.00
14.00.00000011 Water Cooler (only if water cooled torch in use) 326.00

* Comes as Standard

Included

List Price €1090.00

Key Features

•	TIG Pulse AC/DC with digital control
•	Program memory storage
•	Peak current control, 2T/4T
•	Pre-post flow time, up/down slope
•	Pulse adjustment
•	Pulse frequency, pulse duty, arc force, cleaning width 
•	Remote control interface
•	AC function for aluminium and aluminium alloys
•	DC TIG function for carbon steel, 
  copper and non-ferrous metals
•	Smooth arc and stable welding performance

Technical Data
Input Voltage AC 230V - 50/60 Hz
Ieff (A) 20
Input Power (kVA) 6.9
Current Range (A) AC 20 - 200 DC 10 - 200
Duty Cycle @ 40°C 200A @ 35%
No-Load Voltage (V) 60
Protection/Insulation Class IP21S/B
Dimensions (LxWxH mm) 570 x 335 x 440
Weight (Kg) 27



27.

The Jasic TIG 200 Pulse AC/DC is a technologically advanced 
single phase inverter power source suitable for medium to large 
production work. The innovative and user-friendly digital panel 
allows full control of the welding parameters.

The excellent technical characteristics of the 200 AC/DC make it 
an ideal choice for professionally qualified TIG welders that require 
precise and reliable performance.

Order Code: 14.10.00315000	 TIG 315P AC/DC Pulse Digital

1
2

3 4

5 6 7 8

1 Process Selection Switch 5 Parameter Selection Switch
2 Digital Display 6 Parameter Selection Switch
3 Control Function Switch 7 MMA Features
4 Parameter Adjustment Dial 8 Foot Control Option

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00303000 Earth Clamp and 3m Cable 28.70
14.00.33000000 Electrode Holder and 3m Cable 33.18

* 14.00.38000000 T26 4m Torch 124.38
14.00.38000001 T26F 4m Torch 130.00
14.00.38080000 T26 8m Torch 164.38
14.00.38080001 T26F 8m Torch 168.00
14.00.00001000 Trolley 260.00
14.00.00000010 Foot Control 58.00
14.00.00000011 Water Cooler (only if water cooled torch in use) 326.00

* Comes as Standard

Included

List Price €1572.00

Key Features

•	TIG Pulse AC/DC with digital control
•	Program memory storage
•	Peak current control, 2T/4T
•	Pre-post flow time, up/down slope
•	Pulse adjustment
•	Pulse frequency, pulse duty, arc force, cleaning width 
•	Remote control interface
•	AC function for aluminium and aluminium alloys
•	DC TIG function for carbon steel, 
  copper and non-ferrous metals
•	Smooth arc and stable welding performance

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 13
Input Power (kVA) 13.1
Current Range (A) AC 10 - 315 DC 10 - 250
Duty Cycle @ 40°C TIG 315A @ 20% MMA 250A @ 40%
No-Load Voltage (V) 45
Protection/Insulation Class IP21S/B
Dimensions (LxWxH mm) 540 x 365 x 470
Weight (Kg) 33



28.

The Jasic TIG 200 Pulse AC/DC is a technologically advanced 
single phase inverter power source suitable for medium to large 
production work. The innovative and user-friendly digital panel 
allows full control of the welding parameters.

The excellent technical characteristics of the 200 AC/DC make it 
an ideal choice for professionally qualified TIG welders that require 
precise and reliable performance.

This modular design TIG welding system includes the trolley  
& water cooler as standard.

Order Code: 14.10.00315001	 TIG 315P AC/DC Pulse Digital Water Cooled

1
2

3 4

5 6 7 8

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00303000 Earth Clamp and 3m Cable 28.70
14.00.33000000 Electrode Holder and 3m Cable 33.18

* 14.00.00000011 Water Cooler 326.00
* 14.00.00001000 Trolley 260.00
* 14.00.40000000 T18 4m Torch 124.38

14.00.40000001 T18F 4m Torch 130.00
14.00.40800000 T18 8m Torch 164.38
14.00.40800001 T18F 8m Torch 168.00
14.00.00000010 Foot Control 58.00

* Comes as Standard

Included

Key Features

•	TIG Pulse AC/DC with digital control
•	Program memory storage
•	Peak current control, 2T/4T
•	Pre-post flow time, up/down slope
•	Pulse adjustment
•	Pulse frequency, pulse duty, arc force, cleaning width 
•	Remote control interface
•	AC function for aluminium and aluminium alloys
•	DC TIG function for carbon steel, 
  copper and non-ferrous metals
•	Smooth arc and stable welding performance

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 13
Input Power (kVA) 13.1
Current Range (A) AC 10 - 315 DC 10 - 250
Duty Cycle @ 40°C TIG 315A @ 20% MMA 250A @ 40%
No-Load Voltage (V) 45
Protection/Insulation Class IP21S/B
Dimensions (LxWxH mm) 540 x 365 x 470
Weight (Kg) 33

List Price €2010.00

1 Process Selection Switch 5 Parameter Selection Switch
2 Digital Display 6 Parameter Selection Switch
3 Control Function Switch 7 MMA Features
4 Parameter Adjustment Dial 8 Foot Control Option



29.

The Jasic TIG 315 is a digital AC/DC inverter welder with a wide 
range of functions, high performance and advanced technology. 
This multi-function welder with AC TIG welding (square wave, 
triangular wave and sine wave), AC pulsed TIG welding, DC TIG 
welding, DC pulsed TIG welding, AC-DC hybrid TIG welding and 
coated electrode MMA welding (DC, AC).

It can be used in a wide range of welding operations with  
various types of materials.

The excellent welding performance and function rich technology 
make it a great choice for the professional welder with high 
quality demands.

Order Code: 14.10.00315002	 TIG 315P AC/DC Pulse Multi Wave Digital

1 2 3

4 5
6

7 8 9
10
11

12 13 14 15 16

17

18
19

20
21

22

1 Digital Display 12 TIG Mode Selector Button
2 Digital Display 13 AC Wave Type Button
3 MMA Control Area 14 Torch Switch Mode Button
4 Job Selection Area 15 Arc Starting Mode Button
5 Gas Purge Button 16 Pulse/No Pulse Selection Button
6 AC Frequency and Balance 17 Rotary Adjustment/Push Selector
7 Parameter LEDs 18 VRD Selection LED
8 Tungsten Selection LED 19 VRD On LED
9 Warning LED 20 MMA Welding Mode Selection
10 Job Save Button 21 Remote Control Selection
11 Job Recall/Delete Button 22 Cooling Selection

Options Accessories

Part Number Description € List Price

* 14.00.00303000 Work Return Lead & Clamp 28.70
* 14.00.33000000 Electrode Holder and 3m Cable 33.18
* 14.00.79000000 T26 4m TIG Torch 124.38

14.00.79000008 T26 8m TIG Torch 164.38
14.00.79000001 T26 4m Flexi Neck TIG Torch 130.00
14.00.79000002 T26 8m Flexi Neck TIG Torch 168.00
14.00.00000080 Foot Control 58.00
14.00.00000020 Water Cooler 586.00
14.00.00001002 Trolley 346.00

* Comes as Standard

Key Features

•	TIG AC/DC Pulse with digital control
•	Program memory storage up to 50 sets of data
•	Microprocessor control of a wide range of functions
•	Multi wave options on AC
•	AC/DC TIG hybrid feature
•	Variable AC frequency
•	HF and lift TIG
•	Remote control interface
•	VRD function
•	Digital display
•	Intelligent fan and cooler control
•	Excellent welding characteristics
•	Generator friendly**

Technical Data
Input Voltage AC 400V +/-15% - 50/60 Hz
Ieff (A) 12.4
Input Power (kVA) 14
Current Range (A) TIG 10 - 315 MMA 10 - 270
Duty Cycle @ 40°C TIG 315A @ 30% MMA 270A @ 30%
No-Load Voltage (V) 73 (12.4V - VRD)
Efficiency (%) 85
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 566 x 224 x 405
Weight (Kg) 25.5

List Price €1837.00

Included



30.

The Jasic TIG 315 is a digital AC/DC inverter welder with a wide 
range of functions, high performance and advanced technology. 
This multi-function welder with AC TIG welding (square wave, 
triangular wave and sine wave), AC pulsed TIG welding, DC TIG 
welding, DC pulsed TIG welding, AC-DC hybrid TIG welding and 
coated electrode MMA welding (DC, AC).

It can be used in a wide range of welding operations with  
various types of materials.

The excellent welding performance and function rich technology 
make it a great choice for the professional welder with high 
quality demands.

Order Code: 14. 10.00315003	 TIG 315P AC/DC Pulse Multi Wave Digital Water Cooled
List Price 
€2750.00

Options Accessories
Part Number Description € List Price

* 14.00.00303000 Work Return Lead & Clamp 28.70
* 14.00.33000000 Electrode Holder and 3m Cable 33.18
* 14.00.83000001 T18 4m TIG Torch 126.00

14.00.83000002 T18 8m TIG Torch 166.00
14.00.83000003 T18 4m Flexi Neck TIG Torch 140.00
14.00.83000004 T18 8m Flexi Neck TIG Torch 180.00
14.00.00000080 Foot Control 58.00

* 14.00.00001002 Trolley 346.00
* 14.00.00000020 Water Cooler 586.00

* Comes as Standard

1 2 3

4 5
6

7 8 9
10
11

12 13 14 15 16

17

18
19

20
21

22

1 Digital Display 12 TIG Mode Selector Button
2 Digital Display 13 AC Wave Type Button
3 MMA Control Area 14 Torch Switch Mode Button
4 Job Selection Area 15 Arc Starting Mode Button
5 Gas Purge Button 16 Pulse/No Pulse Selection Button
6 AC Frequency and Balance 17 Rotary Adjustment/Push Selector
7 Parameter LEDs 18 VRD Selection LED
8 Tungsten Selection LED 19 VRD On LED
9 Warning LED 20 MMA Welding Mode Selection
10 Job Save Button 21 Remote Control Selection
11 Job Recall/Delete Button 22 Cooling Selection

Included

Complete with:	 Water cooler, Trolley, TIG torch & adaptor,  
		  Work return lead & clamp

Key Features

•	TIG AC/DC Pulse with digital control
•	Program memory storage up to 50 sets of data
•	Microprocessor control of a wide range of functions
•	Multi wave options on AC
•	AC/DC TIG hybrid feature
•	Variable AC frequency
•	HF and lift TIG
•	Remote control interface
•	VRD function
•	Digital display
•	Intelligent fan and cooler control
•	Excellent welding characteristics
•	Generator friendly**

Technical Data
Input Voltage AC 400V +/-15% - 50/60 Hz
Ieff (A) 12.4
Input Power (kVA) 14
Current Range (A) TIG 10 - 315 MMA 10 - 270
Duty Cycle @ 40°C TIG 315A @ 30% MMA 270A @ 30%
No-Load Voltage (V) 73 (12.4V - VRD)
Efficiency (%) 85
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 940 x 420 x 1130
Weight (Kg) 80



31.

The Jasic TIG 500 Pulse AC/DC (water cooled) is a technologically 
advanced three phase inverter power source is suitable for 
medium to large production work.

The innovative and user-friendly digital panel allows full control  
of the welding parameters.

The excellent technical characteristics of the 500 AC/DC make it 
an ideal choice for professionally qualified TIG welders that require 
precise and reliable performance.

Order Code: 14.10.00500000	 TIG 500P AC/DC Pulse Digital

1 2 3
4

5 6
7

8
9

1 Process Selection Switch 6 Parameter Adjustment Switch
2 Digital Display 7 MMA Parameter Selector
3 Control Function Switch 8 Remote Control Option
4 Parameter Adjustment Dial 9 Water Cooling Option
5 Parameter Adjustment Switch

Accessories/Optional Items
Part Number Description € List Price

* 14.00.90300000 Electrode Holder and 3m Cable 127.54
14.00.00903000 Earth Clamp and 3m Cable 125.44

* Water Cooler included
* Trolley included
* 14.00.56000000 T18 4m Torch 139.36

14.00.56000001 T18F 4m Torch 143.52
14.00.56080000 T18 8m Torch 180.96
14.00.56080001 T18F 8m Torch 185.12
14.00.00000060 Foot Control 58.00

* Comes as Standard

Included

List Price €4420.00

Key Features

•	TIG Pulse AC/DC with digital control
•	Program memory storage
•	Easy to use, intuitive control panel
•	Pre-post flow time, up/down slope
•	Pulse adjustment
•	Pulse frequency, pulse duty, arc force, cleaning width 
•	Remote control interface
•	AC function for aluminium and aluminium alloys
•	DC TIG function for carbon steel, 
  copper and non-ferrous metals
•	Smooth arc and stable welding performance
•	Water cooled

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 23
Input Power (kVA) 21.5
Current Range (A) TIG 10 - 500 MMA 10 - 400
Duty Cycle @ 40°C 500A @ 60%
No-Load Voltage (V) 74
Pulse Frequency (Hz) AC 70 DC 200
Protection/Insulation Class IP21S/F
Dimensions (LxWxH mm) 1080 x 510 x 1180
Weight (Kg) 128



** Generator should have regulated output

List Price €0000

**

32.

The Jasic Cut 45P air plasma cutter equipped with PWV  
technology and high powered IGBT components is the  
perfect solution for cutting low carbon steel, stainless  
steel and aluminium.

This user-friendly and highly portable inverter offers smooth,  
fast and precise cutting on material up to 15mm (steel) and  
a maximum of 20mm, where a severance cut is required.

Another outstanding feature of this high specification model is 
PFC (power factor correction) that provides substantial energy 
saving benefits for the user.

Order Code: 14.13.00450000	 Plasma Cut 45 PFC Wide Voltage

1 2 3 4 5

76

List Price €940.00

Key Features

•	IGBT plasma cutting inverter
•	Wide voltage inverter 95-265V
•	Lightweight, portable modern design
•	Variable cutting control
•	Soft touch LED control display
•	Smooth precise cutting
•	PFC energy saving inverter
•	Clean dry air requirement (170 Ltr/Min @ 4.5 bar)
•	Includes PT60 6m plasma torch 
•	Suitable for automation cutting (optional)
•	Generator friendly**

Technical Data
Input Voltage AC 95-265V - 50/60 Hz

115V 230V
Ieff (A) 17 13.5
Input Power (kVA) 3.6 5.29
Current Range (A) 20 - 30 20 - 45
Duty Cycle @ 40°C 30A @ 30% 45A @ 35%
Cutting Capacity (Clean) 8mm 15mm
Cutting Capacity (Severance) 10mm 20mm
Efficiency (%) 85
Power Factor 0.99
Protection/Insulation Class IP21S/F
Compressed Air Requirement 170 Ltr/Min @ 4.5 Bar (65 psi)
Dimensions (LxWxH mm) 439 x 165 x 328
Weight (Kg) 9.2

1 Power On/Off Indicator 5 Gas Purge Switch
2 Warning Indicator 6 Pressure Gauge
3 Torch Protection Indicator 7 Amperage Control Dial
4 2T/4T Indicator

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203001 Earth Clamp and 3m Cable 19.76
* 14.00.09637000 PT-60 Torch 6mtr c/w Central Connector 309.40
* 14.00.09603000 PT60 Torch Head 105.34
* 14.00.51620600 O-Ring 0.96
* 14.00.09605000 Handle with Switch 20.66
* 14.00.07301200 Switch 5.80
* 14.00.52582000 Electrode 2.38
* 14.00.60028000 Gas Distributor 8.82

14.00.51318060 Tip, Contact Cutting 0.65 10-20amp Back Striking 2.30
14.00.51318080 Tip, Contact Cutting 0.8 20-30amp Back Striking 2.30
14.00.51312090 Tip, Contact Cutting 0.9 30-40amp Back Striking 2.82
14.00.51313100 Flat Tip, Cutting 1.0 40-50amp Back Striking 2.44

* 14.00.51313011 Flat Tip, Cutting 1.1 50-60amp Back Striking 2.44
14.00.52583000 Extended Electrode 2.72
14.00.51318006 Extended Tip Contact Cutting 0.65 10-20amp Back Striking 3.10
14.00.51318008 Extended Tip Contact Cutting 0.8 20-30amp Back Striking 3.10
14.00.51314090 Extended Tip Contact Cutting 0.9 30 -40amp Back Striking 3.10

* 14.00.60389000 Retaining Cap 6 Holes 10.32
14.00.60389001 Retaining Cap 6 Holes Maximum Life 16.70

* 14.00.60432000 Double Pointed Spacer (Use with 51318 & 51313 Series Tips) 8.32
14.00.00000111 Shoulder Strap 2.00
14.00.00000100 Trolley 224.00

* Comes as Standard



** Generator should have regulated output

List Price €0000

**

33.

The New Jasic Pro Plasma Cut 60 is a professional high-end  
cutting inverter equipped with the latest IGBT technology.

This technologically advanced plasma inverter is extremely  
user-friendly and offers reliable cutting performance. 

The machine provides variable cutting control that allows  
the operator to produce precise smooth cuts.

Order Code: 14.13.00600000	 Plasma Cut 60

1 2
3

4 5 6

1 Digital Display 4 Amperage Control Dial
2 Warning Indicator 5 2T/4T Indicator
3 Gas Pressure Gauge 6 Gas Purge Switch

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
* 14.00.09721000 PT-100 Torch 6mtr c/w Central Connector 371.28
* 14.00.09700000 PT100 Torch Head 134.14
* 14.00.51190410 O-Ring 0.96
* 14.00.09700480 Cooling Tube 9.46
* 14.00.09705000 Handle c/w Switch 21.78
* 14.00.07301200 Switch 5.80
* 14.00.52556000 Electrode 3.34

14.00.60025000 Gas Distributor 30-70amp 11.72
* 14.00.60026000 Gas Distributor 80-120a & Gouging 12.40

14.00.51245090 Tip Contact Cutting 0.9 30-40amp Back Striking 4.22
14.00.51246100 Tip Contact Cutting 1.0 40-50amp Back Striking 3.72

* 14.00.51246110 Tip Contact Cutting 1.1 50-60amp Back Striking 3.72
14.00.60500000 Retaining Cap 30-70amp 28.14

* 14.00.60501000 Retaining Cap 80-120amp 28.14
* 14.00.60444000 Double Pointed Spacer (Use with 51246 & 51248 Series Tips) 16.66

* Comes as Standard

List Price €1084.00

Key Features

•	Latest IGBT plasma cutting inverter
•	Lightweight, portable robust design
•	Variable cutting control
•	20mm cut on mild steel
•	6 mtr hand torch with Euro connection
•	Non HF ignition
•	LED display
•	Smooth precise cutting
•	CNC connection for automation cutting
•	Simple operation
•	Includes PT100 6m plasma torch
•	Generator friendly**

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 9.5
Input Power (kVA) 10.8
Current Range (A) 20 - 60
Duty Cycle @ 40°C 60A @ 40%
Cutting Capacity (Clean) 20 mm
Cutting Capacity (Severance) 25 mm
Efficiency (%) 85
Power Factor 0.9
Protection/Insulation Class IP21S/F
Compressed Air Requirement 200 Ltr/Min @ 5 Bar (73 psi)
Dimensions (LxWxH mm) 555 x 210 x 415
Weight (Kg) 14.5



** Generator should have regulated output

List Price €0000

**

34.

The New Jasic Pro Plasma Cut 80 is a professional high-end  
cutting inverter equipped with the latest IGBT technology.

This technologically advanced plasma inverter is extremely  
user-friendly and offers reliable cutting performance.

The machine provides variable cutting control that allows  
the operator to produce precise smooth cuts.

Order Code: 14.13.00800000	 Plasma Cut 80

1 2
3

4 5 6

1 Digital Display 4 Amperage Control Dial
2 Warning Indicator 5 2T/4T Indicator
3 Gas Pressure Gauge 6 Gas Purge Switch

List Price €1160.00

Key Features

•	Latest IGBT plasma cutting inverter
•	Lightweight, portable robust design
•	Variable cutting control
•	6 m hand torch with Euro connection
•	Non HF ignition
•	LED display
•	Smooth precise cutting
•	CNC connection for automation cutting
•	Simple operation
•	Includes PT100 6m plasma torch
•	Generator friendly**

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 14
Input Power (kVA) 15.8
Current Range (A) 20 - 80
Duty Cycle @ 40°C 80A @ 40%
Cutting Capacity (Clean) 25 mm
Cutting Capacity (Severance) 30 mm
Efficiency (%) 85
Power Factor 0.9
Protection/Insulation Class IP21S/F
Compressed Air Requirement 200 Ltr/Min @ 5 Bar (73 psi)
Dimensions (LxWxH mm) 555 x 210 x 415
Weight (Kg) 15

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
* 14.00.09721000 PT-100 Torch 6mtr c/w Central Connector 371.28
* 14.00.09700000 PT100 Torch Head 134.14
* 14.00.51190410 O-Ring 0.96
* 14.00.09700480 Cooling Tube 9.46
* 14.00.09705000 Handle c/w Switch 21.78
* 14.00.07301200 Switch 5.80
* 14.00.52556000 Electrode 3.34

14.00.60025000 Gas Distributor 30-70amp 11.72
* 14.00.60026000 Gas Distributor 80-120a & Gouging 12.40

14.00.51245090 Tip Contact Cutting 0.9 30-40amp Back Striking 4.22
14.00.51246100 Tip Contact Cutting 1.0 40-50amp Back Striking 3.72
14.00.51246110 Tip Contact Cutting 1.1 50-60amp Back Striking 3.72
14.00.51246120 Tip Contact Cutting 1.2 60-70amp Back Striking 3.72

* 14.00.51248140 Tip Contact Cutting 1.4 80-90amp Back Striking 3.80
14.00.60500000 Retaining Cap 30-70amp 28.14

* 14.00.60501000 Retaining Cap 80-120amp 28.14
* 14.00.60444000 Double Pointed Spacer (Use with 51246 & 51248 Series Tips) 16.66

* Comes as Standard



** Generator should have regulated output

List Price €0000

**

35.

The Jasic Pro Plasma Cut 100 is a professional high-end  
cutting inverter equipped with the latest IGBT technology.

This technologically advanced plasma inverter is extremely  
user-friendly and offers reliable cutting performance.

The machine provides variable cutting control that allows  
the operator to produce precise smooth cuts.

Order Code: 14.13.01000000	 Plasma Cut 100

1 Digital Display
2 Warning Indicator
3 Amperage Control Dial
4 2T/4T Indicator

1
2

3
4

List Price €1624.00

Key Features

•	IGBT plasma cutting inverter
•	Lightweight, portable modern design
•	Variable cutting control
•	HF ignition
•	LED display
•	Smooth precise cutting
•	Simple operation
•	Suitable for automated cutting (optional)
•	PI50LT 6m hand plasma torch 
•	Generator friendly**

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 17
Input Power (kVA) 15.8
Current Range (A) 20 - 100
Duty Cycle @ 40°C 100A @ 40%
Cutting Capacity (Clean) 30 mm
Cutting Capacity (Severance) 35 mm
Efficiency (%) 90
Power Factor 0.93
Protection/Insulation Class IP21S/F
Compressed Air Requirement 220 Ltr/Min @ 5 Bar (73 psi)
Dimensions (LxWxH mm) 565 x 255 x 440
Weight (Kg) 26.5

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203001 Earth Clamp and 3m Cable 19.76

* 14.00.01576000 P150 LT 6MT Torch 408.50

* 14.00.02001000 LT150 Torch Head 133.66

* 14.00.01376000 Electrode 2.60

* 14.00.01378000 Diffuser 2.54

* 14.00.01377000 Swirl Ring 8.68

14.00.01371000 Cutting Tip 1.1 - 60amp 2.26

* 14.00.01372000 Cutting Tip 1.35 - 90amp 2.26
14.00.01375000 Gouging Tip 2.4  - 100amp 2.26

* 14.00.01389000 Nozzle Retaining Cap 24.26
14.00.01018000 Extended Diffuser 9.10
14.00.01517000 Extended Electrode 4.46
14.00.01001000 Extended Tip 1.35 - 90amp 5.56
14.00.01002000 Extended Tip 1.60 - 120amp 5.56
14.00.01003000 Extended Tip 1.8 - 150amp 5.56
14.00.01386000 Spacer Spring 1.64
14.00.01408000 Double Pointed Spacer 10.82
14.00.01409000 Crown Spacer 16.22
14.00.00139800 'O' Ring - Torch Head 0.54
14.00.00101700 Front Insulator - Vespel 33.82
14.00.09706000 LT-81/101/141/150/151 Handle c/w Switch 21.78

* Comes as Standard



** Generator should have regulated output

List Price €0000

**

36.

The Jasic Pro Plasma Cut 160 is a professional high-end  
cutting inverter equipped with the latest IGBT technology.

This technologically advanced plasma inverter is extremely  
user-friendly and offers consistently reliable cutting performance.

The machine provides variable cutting control that allows  
the operator to produce precise smooth cuts.

Order Code: 14.13.01600000	 Plasma Cut 160

1 LED Display 5 2T/4T Selection Switch
2 Warning Indicator 6 Current Control Dial
3 Gas Pressure Gauge 7 Gas Pressure Adjustment Control
4 Gas Selection Switch

1 2
3

4 5 6 7

Accessories/Optional Items
Part Number Description € List Price

* 14.00.00203000 Earth Clamp and 3m Cable 19.76
* 14.00.01576000 P150 LT Hand Torch 6mtr c/w Central Connector 408.50
* 14.00.02001000 LT150 Torch Head 133.66
* 14.00.01376000 Electrode 2.60
* 14.00.01378000 Diffuser 2.54
* 14.00.01377000 Swirl Ring 8.68

14.00.01371000 Cutting Tip 1.1 - 60amp 2.26
14.00.01372000 Cutting Tip 1.35 - 90amp 2.26
14.00.01373000 Cutting Tip 1.6 - 120amp 2.26

* 14.00.01374000 Cutting Tip 1.8 - 150amp 2.26
14.00.01375000 Gouging Tip 3.0 - 150amp 2.26

* 14.00.01389000 Nozzle Retaining Cap 24.26
14.00.01018000 Extended Diffuser 9.10
14.00.01517000 Extended Electrode 4.46
14.00.01001000 Extended Tip 1.35 - 90amp 5.56
14.00.01002000 Extended Tip 1.60 - 120amp 5.56
14.00.01003000 Extended Tip 1.8 - 150amp 5.56
14.00.01386000 Spacer Spring 1.64
14.00.01408000 Double Pointed Spacer 10.82
14.00.01409000 Crown Spacer 16.22

* 14.00.30450120 Wrench For Electrode 2.64

* Comes as Standard

List Price €2918.00

Key Features

•	IGBT plasma cutting inverter
•	Wheel mounted, easy to manoeuvre
•	Variable cutting control
•	HF ignition
•	LED display
•	Smooth precise cutting
•	Simple operation
•	In-built pressure regulator
•	Suitable for automated cutting (optional)
•	PI50LT 6m hand plasma torch 
•	Generator friendly**

Technical Data
Input Voltage AC 400V - 50/60 Hz
Ieff (A) 48
Input Power (kVA) 43
Current Range (A) 30 - 160
Duty Cycle @ 40°C 160A @ 60%
Cutting Capacity (Clean) 45 mm
Cutting Capacity (Severance) 50 mm
Efficiency (%) 85
Power Factor 0.99
Protection/Insulation Class IP21S/F
Compressed Air Requirement 220 Ltr/Min @ 5 Bar (73 psi)
Dimensions (LxWxH mm) 676 x 333 x 712
Weight (Kg) 55



14.00.00025000

14.00.00000010

List Price €260.00

List Price €326.00 List Price €340.00 List Price €586.00 List Price €346.00

List Price €224.00

List Price €52.00 List Price €000.00

List Price €170.00

List Price €2.00

List Price €391.04 List Price €84.00

List Price €58.00

List Price €58.00

List Price €58.00

List Price €58.00

List Price €58.00

Accessories

14.00.00001000 14.00.00000100 14.00.00000001 14.00.00002000

14.00.00000011 
2 Pin Plug

14.00.00000015 
5 Pin Plug

Water Cooler
14.00.00000020 

Trolley
14.00.00001002 

14.00.0000011114.10.00000101 14.00.00005804

14.00.00000010	 Foot Control Unit for Models: 14.10.00200001  
	 14.10.00200002 / 14.10.00315000

14.00.00000050	 Foot Control Unit for Models: 14.10.13200000  	
	 14.10.13686500

14.00.00000060	 Foot Control Unit for Model: 14.10.00500000

14.00.00000070	 Foot Control Unit for Model: 14.10.00400000

14.00.00000080	 Foot Control Unit for Model: 14.10.00315002

14.00.00025000	 Remote Control 25m for Model: 14.12.00402000

14.00.00001000	 Trolley for Models: 14.10.00200001  
	 14.10.00200002 / 14.10.00315000

14.00.00000100	 Trolley for Models: 14.10.00180001 / 14.10.00200000  
	 14.10.13686500 / 14.10.13200000 / 14.11.13573300  
	 14.11.13686200 / 14.11.13573400

14.00.00001001	 Trolley for Model: 14.10.00315002

14.00.00002000	 Spool Gun for Models:  
	 14.11.00250000 / 14.11.00350000

14.00.00000011	 Water Cooler for Models:  
	 14.10.00200002 / 14.10.00315000

14.00.00000015	 Water Cooler for Models:  
	 14.11.00350002 / 14.11.00450001 / 14.11.13350000

14.00.00000020	 Water Cooler for Model: 14.10.00315002

14.10.00000101	 Site Bag for Models: 14.12.00140000 / 14.12.13686700 
	 14.10.00200000 / 14.10.13686500

14.00.00000111	 Shoulder Strap for Models:  
	 14.12.00140000 / 14.12.13686700 / 14.10.00200000  
	 14.10.13686500 / 14.11.13573300 / 14.11.13686200 
	 14.11.13573400 / 14.13.00450000

14.00.00000253	 Electrode Holder Set 3m for Models:  
	 14.12.00140000 / 14.12.13686700 / 14.12.00401000

14.00.00000001	 Jasic Auto Darkening HD Welding/Grinding Helmet  
	 featuring ADF cartridge with True Colour Technology

14.00.00005804	 Navitek Red Side Vision S4 Auto Darkening Helmet

14.00.00000050

14.00.00000060

14.00.00000070

14.00.00000080



What Size of Generator do I Need?

The KVA rating of the machine is the main factor to consider. 
However, it is important to remember that the input voltage can 
be affected by load changes during arc striking particularly when 
using rods which require a high open circuit voltage in order to 
initiate the arc.

With the above in mind, listed on the next page are the input 
current ratings and equivalent KVA rating for our machines.

If you wish to run these machines on extension leads you must 
ensure that you use the correct rated cables and mains plugs.  
As a guiding principle the kVA rating of a generator should be  
1/3 higher than the rated load it is to supply. Please see below  
for more detailed information for specific machines.

Notes: - Slow blow fuses or motor rated circuit breakers  
are recommended for the above machines. Recommended 
generators should have built-in automatic voltage regulators (AVR) 
and kVA ratings MUST be adhered to minimise the welding power 
sources possible failure as a result of inadequate mains power at 
the equipments MAXIMUM input current draw and MAXIMUM 
rated output at MAXIMUM duty cycle. Always consider when using 
an extension lead that you size the supply and extension cable 
according to the length of the lead and the load you require to 
use, please observe local standards. 

Warranty will be void if the welding power source fails as a result  
of being operated on inadequate mains power.

Power Source Order Code Input Voltage
Ieff ( Minimum Mains 

Plug Rating)
Max Rated  
kVA Input

Jasic MMA Range

Arc 140 14.12.00140000 230V 15.5A 6 kVA

Arc 160 PFC Wide Voltage 14.12.00160000 95 - 265V 17.5A / 11.6A 3.7 kVA / 5 kVA

Arc 180 SE 14.12.00180000 230V 21.3A 8.3 kVA

Arc 200 PFC Wide Voltage 14.11.13573200 95 - 265V 12.3A / 13.4A 3.5 kVA / 7.2 kVA

Jasic TIG DC Range

TIG 180 DC SE 14.10.00180001 230V 16.5A 7.1 kVA

TIG 200 DC 14.10.00200000 230V 18.9A 8.2 kVA

TIG 200P DC Pulse PFC Wide Voltage 14.10.13686500 95 - 265V 27.7A / 14.2A 4 kVA / 6 kVA

Jasic TIG AC/DC Range

TIG 200P AC/DC Pulse Mini Digital 14.10.13200000 230V 16A 6.9 kVA

TIG 200P AC/DC Pulse Analog 14.10.00200001 230V 18A 9.4 kVA

TIG 200P AC/DC Pulse Digital** 14.10.00200002 230V 20A 6.9 kVA

TIG 315P AC/DC Pulse Digital** 14.10.00315000 400V 13A 13.1 kVA

TIG 315P AC/DC Pulse Digital W/C** 14.10.00315001 400V 13A 13.1 kVA

TIG 315P AC/DC Pulse Multi Wave Digital 14.10.00315002 400V 12.4A 10 kVA

TIG 500P AC/DC Pulse 14.10.00500000 400V 23A 21.5 kVA

Jasic Plasma Range

Plasma Cut 45 PFC Wide Voltage 14.13.00450000 95 - 265V 17A / 13.5A 3.5 kVA / 5 kVA

Plasma Cut 60 14.13.00600000 400V 9.5A 10.8 kVA

Plasma Cut 80 14.13.00800000 400V 14A 15.8 kVA

Plasma Cut 160 14.13.01600000 400V 40.9A 41 kVA

Jasic MIG Range

MIG 200 Multi Process 14.11.13686200 230V MIG - 21A  
MMA - 24A

8 kVA 
9.4 kVA

MIG 200 Synergic Multi Process 14.11.13573400 230V MIG - 21A  
MMA - 24A

8 kVA 
9.4 kVA

MIG 200 Multi Process Inverter PFC Wide Voltage 14.11.13573200 95 - 265V 20.1A / 14.8A 4.2 kVA / 5.8 kVA

MIG 250 Inverter Compact 14.11.00250000 230V 28.4A 11 kVA

MIG 350 Inverter Compact 14.11.00350000 400V 13.7A 15 kVA

** Consult Wilkinson Star for Generator Model

Calculating kVA (Kilovolt-Amperes) ratings.

Single Phase - Kilovolt-Amperes (kVA) = Volts x Amperes 
	 1000

Three Phase - Kilovolt-Amperes (kVA) = Volts x Amperes X 1.73 
	 1000



NOTES
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